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Ready Mount Wall Bracket 

Placement is important to any acoustic treatment and should be 
determined before any installation occurs. Generally, you should 
mount panels across the diagonal of corners for broadband 
absorption, and at reflection points to the listening position for early 
reflection control. When mounting in critical listening environments 
[studio control rooms, mixing suites, and home theaters], strive to 
maintain left to right symmetry with all your panel placements – this 
will sharpen the stereo image. If you have any doubt as to where your 
panels should be mounted, please visit our web site at 
readyacoustics.com for placement advice, or use this link:

http://readyacoustics.com/index.php?go=home.what-do-i-need

Using your Ready Mount Wall Bracket 
as a guide, place the bracket so the tray 
of the bracket is where you want the 
bottom of the panel to rest, and draw a 
mark at the center of the top edge of the 
bracket on your wall with a pencil. Set a 
level on your wall mark and draw a short 
horizontal level line.  Place you bracket 
back on the wall aligned with your level 
line to assure that the bracket is 
positioned correctly and is “level”.  
Next, mark the wall at the top point in 
the upper keyhole of the bracket with 
your pencil. Then, make a similar mark 
in the top point of the lower keyhole.
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With the bracket away from the wall, 
drive the included wall anchors into 
both keyhole marks. Make sure the wall 
anchors are flush against the wall. If 
you hit a stud when installing the wall 
anchors – stop – you can simply drive 
the screws into the stud without the 
wall anchors.
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Place the bracket over your marks / 
anchors and gently drive the screws 
home for a “snug” fit
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DO NOT OVERTIGHTEN THE SCREWS4
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Next, using a level across the wall 
bracket “tray”, check to ensure the 
device is positioned correctly. If the 
bracket is not “level”, back out the 
screws slightly and gently position the 
bracket so that it is level. Then, gently 
tighten the screws once more.
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Next, place your Ready Trap or other 
acoustic panel in the tray and hold it in 
place. Make note of where the top strap 
on the back of the Ready Trap is 
positioned at the wall and mark the wall 
with a pencil at this point (+/- 36 
inches above the tray of your Ready 
Mount). If you are installing an acoustic 
panel of other manufacture, consult 
your owner’s manual for instructions on 
what to use for mounting and to find out 
how their panels typically install. Some 
come with a wire, or a metal brace and 
these can be used to help attach the top 
part of the panel wall in conjunction 
with your Ready Mount Wall Bracket.
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If installing a Ready Trap panel, move 
the panel off the Ready Mount and 
install a screw hook at the point on the 
wall where the strap occurs. If this is on 
a wall stud, pilot a hole before installing 
the screw hook. Or, drive a wall anchor 
and insert the hook into the wall. 

To shroud the upper attachment point, 
you can use a PVC coupling, and a 
cable tie to “hide” the top panel 
attachment as shown here: 
http://readyacoustics.com/index.php?go
=support.wall-mounting&viewall=true
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