
Ready Acoustics LLC • P: 612.817.8844 • F: 763.463.5172 • www.readyacoustics.com

Wall Mounting

Placement is important to any acoustic treatment and should be 
determined before any installation occurs. Generally, you should 
mount panels across the diagonal of corners for broadband 
absorption, and at reflection points to the listening position for early 
reflection control. When mounting in critical listening environments 
[studio control rooms, mixing suites, and home theaters], strive to 
maintain left to right symmetry with all your panel placements – this 
will sharpen the stereo image. If you have any doubt as to where your 
panels should be mounted, please visit our web site at 
readyacoustics.com for placement advice, or use this link:

http://readyacoustics.com/index.php?go=home.what-do-i-need

Wall Mounting Upholstered Panels / Ready Bags:

Though a hook and hollow wall anchor are provided with your upholstered Ready Trap, the integral hanger straps 
on the Panel/Bag are suitable for use with almost any style mounting hardware. Medium duty flush picture 
hanging hardware, suspended wire, decorative chain or similar items may be used to hang panels. The Ready Bag 
has four integrated hanging straps located on the back, but for most mounting techniques, only the top strap is 
used.

Determine whether you will orient the 
panel vertically or horizontally, and 
identify the spot on the wall you want 
the top of the Ready Trap to be located.  
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(see below for how to mount steel framed Chameleon panels)
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Attach the provided hook [or such 
hanger as you might substitute], into 
the wall, approximately 2 inches (about 
50 mm) below the chosen spot for the 
top of the panel and then simply hang 
the top hanger strap on the backside of 
the panel on the hook. To maintain a 
consistent installation height, make 
note of the height on the wall chosen for 
the hook and use a similar height for 
other mountings.

2
2 inches
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If the walls are wood frame construction, and your attachment point is on a stud, then drill a pilot hole 
into the center of the stud and screw the hanger hardware in place. 

If the hanger attachment point is not on a stud, then use the provided wall anchor [intended for use with 
hollow gypsum board walls], or in the alternative a wall anchor of a type deemed most appropriate for 
your walls. 

Panels mounted with a small gap behind them appear to “hover” a short distance off the wall.  “Hover” 
mounting yields modestly improved low frequency absorption performance and an appealing look. 

Almost any lightweight material is suitable for use as a lower spacer, such as a small block of foam, or 
a short section of cardboard or plastic tube. If your spacer is not held firmly in place by friction alone, 
add a couple of small tabs of double sided tape between the spacer and the backside of the panel.

You can purchase stylish and durable 
wall mounts at our web site to easily 
achieve this effect.

These “invisible” wall mounts will work 
with almost any panel – not just Ready 
Traps.  You can use the provided hook to 
achieve a similar mounting of equivalent 
acoustic performance by leaving the 
hook “long” [just screw it into the wall 
far enough for stability], and then stand 
the bottom of the panel an equal 
distance off the wall using a “spacer” so 
it matches the stand off caused by the 
“long” hook.

http://www.readyacoustics.com/index.php?g

o=products.proddetails&prod=RM410 

Panels may also be mounted closer to the wall by screwing the provided hook tight to the wall – or even 
flush to the wall using an large flat profile “picture hanger” or a screw with a large head.
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Wall Mounting Steel Framed Chameleon Panels:

Steel framed Chameleon panels provide great versatility in mounting options.  

Determine whether you will orient the 
Chameleon vertically or horizontally, 
and identify the spot on the wall you 
want the top of the steel framed panel 
to be located. 

1

Drive a pair of screws into the wall [use 
wall anchors as may be required], 
spaced about 12” [300mm] apart 
horizontally, at equal height to one 
another and about ¾” [20mm] below 
the chosen spot for the top of the 
mounted panel. Leave the screw heads 
gapped approximately 1/8th” [3mm] 
from the wall, then place the panel over 
the screw heads and allow the lip of the 
upper backside edge of the steel frame 
to slip over the screws heads

2
3/4 inches

12 inches
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Almost any lightweight material is suitable for use as a lower spacer, such as a small block of foam, or 
a short section of cardboard or plastic tube. If your spacer is not held firmly in place by friction alone, 
add a couple of small tabs of double sided tape between the spacer and the backside of the panel.

You can purchase stylish and durable 
wall mounts at our web site to easily 
achieve this effect.

Panels mounted with a small gap behind 
them appear to “hover” a short distance 
off the wall.  “Hover” mounting yields 
modestly improved low frequency 
acoustic performance and an app ealing 
look.  

Our “invisible” wall mounts will work 
with almost any panel – not just Ready 
Traps. To achieve a similar mounting of 
equivalent acoustic performance you 
can add a hanger wire between the 
keyholes at the top backside of your 
steel framed panel, and install a long 
screw hook in the wall to hang the panel 
so its stands off the wall some small 
distance. Leave the hook “long” [just 
screw it into the wall far enough for 
stability], and then stand the bottom of 
the panel an equal distance off the wall 
using a “spacer” so it matches the stand 
off caused by the “long” hook.

http://www.readyacoustics.com/index.php?g

o=products.proddetails&prod=RM410 
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Also, there are keyholes in the back side of the Chameleon frame which can be used to attach picture 
hanging wire, decorative chain with “S” hooks, or any number of other types of hanging hardware for 
situations that may require some creativity to achieve a satisfactory mount.  Or, for a suspended “free 
hang” mounting such as over a knee wall, or from a sloped ceiling, decorative chain and “S” hooks, or 
cable can be attached to the holes in the top side of the frame so that Chameleons can be hung 
perpendicular to the ceiling.
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